NSPIRE CTQ Inside Health and Safety

Version | Inspectable ltem

Deficiency

Life-Threatening H&S

Severe Non-Life-
Threatening H&S

Standard H&S

13 | Auxiliary Lighting

Cabinets

1.3 Call-for-Aid System

Auxiliary lighting fails to iluminate when tested

T
¢
¢
¢
¢
'
'
'
;

i Auxiliary lighting damaged or missing
1. Bathroom does not have proper vent
Bathtub or shower is missing or not installed

{Bathtub or shower component is damaged,
inoperable, or missing

{Bathtub fails to retain water

the floor
{System
_:Systemis blocked

Pull cord is missing or end is higher than 6 inches off [

1.3 Carbon Monoxide Detector

1.3 | Cooking Appliance

;Carbon monoxide detector is miss-ing, not
linstalled, or not installed in proper location

Carbon monoxide detector is obstructed

¢}
i Ceiling has unstable surface

Ceiling has sign of structural failure

init

{Chimney surface is damaged or missing materials

1.3 Door - Entry

_tlock damaged or inoperable

Entry door is missing

{Enfry door will not close

Entfry door self-closing mechanism is doméged, )
inoperable, or missing

{Entry door's primary lock is domogéd, inobercble-,

{Entry door sércuriTy device or secondary primary

1.3 Dryer Vent

_iinstalled

1Gas dryer vent is missing, detached, or has a hole

Electric dryer vent is missing, detached, or has a

Dryer vent has restricted airflow

Gas dryer vent of unsuitable material has been

1.3 Egress

Based on NSPIRE Standards posted as of 7/31/2020

Blocked egress in o-buildinq 4"5_foriés or mi_).(.e
3 st
{Electrical service panelis not readily accessible

Electrical enclosure is contaminated

Outlet is broken, cracked, or burned

{Outlet is improperly wired

{Elevator is not operating

Elevator door does not full\} open or close at each
floor

{Elevator cab not level with the floor
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NSPIRE CTQ Inside Health and Safety

Severe Non-Life-

: i1
Version | Inspectable Item Deficiency Life-Threatening H&S; Threatening H&S Standard H&S
i : :
gLighTed exit sign does not illuminate or there is no ]
13 Exit Sign {adjacent or other internal ilumination in operation

13 Exposed Electrical Conductor _ {Exposed electricalwire ]
iDoor does not open, close, or latch
13 Door - Fire Door does not self-close and latch
1.3 Door - General
1.3 Fire Extinguisher : T : R :
{Fire extinguisher service tag is missing or expired _
~ ~ ~ ~ _iFire extinguisher is missing ~ ~ ~
13 Flammable and Combustible Improperly stored flammable or combustible item
) __ltems __ionor near an ignition source a
13 Floor, Floor Covering, and Floor Fioor covering is curling, buckling, or bulging

Finish

Floor Drain

_iDrainis ¢

isubfloor is bowed, buckiing, or sagging

fbgged

Foundation infilfrofe§ by wdter

Foundation is cracked

1.3 Foundation
{Garage Door has Holes i i
1.3 Garage Door Door does not open, close, or remain open or
_iclosed i i i i i
GFCl and AFClI test and reset buttons are
Ground Fault Circuit Interrupter  {inoperale
1.3 (GFCI) & Arc Fault Circuit

Interrupter (AFCI)

{GFCI or AFCI have broken, cracked, or burned

surf butt

q..

“Grab Bar

Guardrail

Grab bar is not secure

_iGuardrailis not at least 36 inches in height

vhere required
Guardrail component(s) missing

Guardrail is not secure

Handrails

__iHandrail is improperly installed

Handrail missing where required

Handrail is not secure

Heating, Ventilation, and Air
Conditioning (HVAC)

Infestation

tbats)

Heating or air conditioning system or device is not
operational

{Heating system or device fueled by combustion
has misaligned, disconnected, domaged,

Evidence of cockroaches

Evidence of bedbugs

{Evidence of mice

Evidence of rats

Evidence of other p-esfs (inéecfs, vermin, birds,

Interior Wall Coverings and
Finishes

Kitchen Countertop

Hole is grec’rér than 2 inches in diameter or any )
{accumulation of holes that is greater than é inches
by é inches

Interior wallis buckling, bulging, or material is
detached

Based on NSPIRE Standards posted as of 7/31/2020
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NSPIRE CTQ Inside Health and Safety

Severe Non-Life-

Sedl is not securely affixed to the door

: i1
Version | Inspectable Item Deficiency Life-Threatening H&S; Threatening H&S Standard H&S
; : i
gKiTchen exhaust is obstructed from receiving ] X
13 Kitchen Ventilation {qirflow ) ) ) ) ) )
Kitchen exhaust duct is improperly installed or X
i i i i __imissing i i i i i
13 Lead-based Paint - Potential  |Paint on a target property is peeling or X
) _Hazard __idefteriorated_ 1
{Natural gas, propane, or oil leak at the main
Natural gas, propane, or oil leak at the appliance
13 Leak Blocked sewage system_________. B B
Leakinsewage systfem
Environmental water intrusion
__________________________________________________________________________ {Plumbingleaks
Interior light fixture will not iluminate when
ienergized (or not operational) ...
13 Light Fixtures (Interior) Interior light fixture is not securely attached or
aNCNOred e
HInterior light fixture is missing in kitchen or bathroom
T D 1 _ilifter is accumuiated in an undesignated area
iPresence of mold or mildew is observed visually or
1.3 Mold
. _ithrough smell . .
Refrigerator does not cool
1.3 Refrigerator

iRefrigerator component is damaged or rhisgi_r1_g )

arp.
Sink or component thereof is missing

{Improperly f
Sink is not

1.3 Sink ] C C I C g .
iSink is improperly installed, puling away from wall,
there are gaps between the sink and wall, or it is
SO SN | leaning
iSmoke detector not installed in each bedroom or
each level within unit
13 Smoke Detector iSmoke detector does not produce audio or visual
__________________________________________________________________________ dlarmwhentested .
Sprinkler head assembly is obstructed by items or
tobjects within 18 inches of the sprinkler head .
Paint or foreign material on sprinkler head
1.3 Sprinkler Assembly jassemoly
iSprinkler head escutcheon missing i
Concealed sprinkler cover plate assembly is
i __imissing i i i i i
13 stairs Treads are missing or damaged
.......................................................................... Stingerisdamaged .
1.3 Structural _Structure has failed or is in danger of failing
Toilet is missing
1.3 Toilet

Trash Chute

_iChute is clogged

{Toilet seat is broken, loose, or missing

Toilet is not secured at the base

frip Hazard

Water Heater

iThe relief va

tlinches, or incorrect material

Trip hazard on walking surface

ve discHdrge piping is improperly
installed, incorrect length, terminates less than 2-

{Chimney or flue piping is misaligned, missing, or
blocked

1.3

Window will not stay open

Window

Missing or damaged pane or sash

Weather stripping is damaged or missing

XXX

Based on NS

PIRE Standards posted as of 7/31/2020
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